





METAL LETTERING OMNIBUS 
Stock and ger ae Abhat i Ore nf ad In 








“SO pRonaE 


BRASS 
ALUMINUM 


CHROME 


STAINLESS 
STEEL 


inna Bite 2 //] SER, 
co : 
q oe e 


+ ap 





"ou BUS ke as Bh am HENRY VALVE co. 
( RBDnNelens Sons-co Pe 
) 82 Chedahesde press 1 i 3 


SILVER RR TTR ET ee 
PORCELAIN 
ENAMEL 
IRON 


PLASTIC 


CERAMIC 
INLAID 
BRONZE 

oe 








RALPH WATKINS METALCRAFTS 
2251 EAST 75TH STREET * CHICAGO 49, ILLINOIS 


ESTABLISHED 1925 ¢ CABLE ADDRESS: RALKINS, CHICAGO 
EPA One Rab GR ONT AGED BG 38 


METAL We Oy Risk UE Re S yay (ey CES ER E9692 








GENERAL INFORMATION ABOUT METAL LETTERS 


e We are specialists in all types and sizes of metal letters. With our associates our combined 
pattern stock runs into the thousands. 


e Our designers are at your service. Shop details and templets furnished without charge. 
Samples for inspection on request. 


e Letters are made in all metals—Aluminum, Brass, Bronze, Stainless Steel, Chrome, Porcelain, 
Enamelled and Baked Enamel. Letters can be either cast, formed, wrought, fabricated or 
cut-out. 


e Where stock patterns are available, costs are competitive with formed or wrought types. 
Where new patterns are required, Cut-out or fabricated sheet metal letters are more economi- 
cal. 


e Porcelain enamelled letters must not be confused with sprayed or painted finishes. Porcelain 
is fused at very high temperatures; 1500 to 2000 degrees. 


e All standard finishes are available. Aluminum letters can be oxidized or satin finished and 
lacquered. Stainless steel is generally finished in a No. 4 grind or mirror polish. Bronze letters 
are supplied in natural or oxidized finishes, satin or mirror polished in both cast as well as 
wrought metals. 


e Fittings are always included at no extra charges. All standard fittings are available, both 
domestic and international design. 


e Stock and custom alphabets illustrated to help you. We work to any design. Trade Marks, 
Logotypes and intricate designs our specialty. 
Plastic Letters can be furnished in any design or color. 


e Stock size casting patterns are noted by each alphabet. Odd sizes require special patterns 
for casting. 


e Fabricated, Wrought or Cut-Out letters do not require patterns and are furnished in any 
size, shape, style or metal thickness. 


e Metal work for electrical sign trade to fit your requirements can be furnished in all metals. 


When ordering letters give the height of the letter, the width of the stroke and the 
depth of the letter in that order. For example, 12” high x 1” stroke x 4” deep. 


Clearly specify how the letters are to be mounted and to what medium they are 
to be attached. Specify alphabet by number and name. 





¢ We do all types of custom metal work and specialize in hard to get items such as: 








CAST BRONZE 

TABLETS & RELIEFS 
STATUARY & BUSTS 
INDIVIDUAL LETTERS 
BANK SCREENS 

SHOP FRONTS 
MAUSOLEUM DOORS 
ECCLESIASTICAL BRASSES 
COMMUNION RAILINGS 
GATES AND FIXTURES 
CERAMIC INLAID BRONZE 
TABLETS AND LETTERS 


RALPH WATKINS METALCRAFTS 


HAND FORGED IRON 
BRONZE, MONEL, ETC. 
GATES, FENCE, LANTERNS 
LIGHTING FIXTURES, 
HARDWARE & RAILINGS 
CHURCH METAL WORK 
SILVER, BRONZE, GOLD 
CROSSES, CHALICES 
TABERNACLE SAFES 
CARILLONS & BELLS 
STAINED GLASS 
CARVED WOOD WORK 


WINDVANES, SUN DIALS 
ANDIRONS & FIRE SCREENS 
LEAD GARDEN FITTINGS 
GARDEN FURNITURE 
RAIN WATER HEADS 
CAST IRON VERANDAS 
ROOF SCUTTLES 

RADIO MASTS 
FLAGPOLES & SUPPLIES 
GROUND AND ROOF SET 
OUTRIGGER OR TILTING 
ORNAMENTAL BASES 


RALKINS PACKAGE DOORS 
LINK HUNG DOORS 

GIBBONS DOOR CHECKS 
VANGUARD HYDRAULIC HINGES 
BRITANNIC “WINDPRUF” CHECK 
CASEMENT DOORS & SIDELITES 
CUSTOM BUILT SASH 

STAINLESS STEEL WORKERS 
KINSOL PRESERVATIVES 

FOR WOOD, ROPE—CANVAS 
BRONZEE METAL PRESERVATIVE 
BRILBRITE POLISHING COTTO 


STOCK MODELS FOR BRONZE TABLETS AND LETTERS 


COPYRIGHT 1955 — PRINTED IN U. S.A 
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STOCK TYPES: OF “CAST METAL @HTers IN VARIOUS FINISHES 








TRAJAN “V’" SECTION (POLISHED BRASS) 


RSTON CRAFTO 


MODERN BLOCK (BRONZE) 


ARSDEN DREYFU 


BROADWAY (BRONZE) 


SHAM! BANCROFT 


MODERN ROMAN 








BROADWAY (TWO-COLOUR) 


ra 1Borne GANTNER 


TRAJAN 


MODERN BLOCK CAPITALS AND LOWER CASE 





DAP MOLAe 


Cast bronze flat section Roman lettering, toned or polished. 





¢ 
ta 
5 


ILLINOIS 


~GOAA M 





STOCK ALPHABETS FOR LETTERS AND TABLETS 


ABCDEFG 
HIJKLMN 
OPQRSTU 
WA 8,0 OAc 
125456 
pint 


AG ore 
GHIJKLM 
NOPQRS 
TUVWxX 
Ah Reha 
wlan 
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HUKLMN 
OPORST 
UV WXYZ 7 


ABCDEFG 
HIJKLMN 
OPQRSTU 
WAN (0,0 Re; 
123456 


No. 303 MODERN ROMAN—2” to 24” in 1” i 
a enamels 





° CHICAGO, ILLINOIS 











STOCK ALPHABETS FOR LETTERS AND TABLETS 


ABCDEFG abcdef 
HIJKLMN fi shijkim 
OPORSTU 

vwxyze MOP ats 


12345678 CUV W 
XyZ 


No. 304 MODERN BLOCK—2” to 24”—1” inter- No. 305 MODERN BLOCK LOWER CASE— 
vals. All metals including soft and porcelain enamels. 2” to 24" in 1” intervals. All metals including soft and 
porcelain enamels—companion units with No. 304. 


ABCDEF Mm ABCDEF 


GCHIJKL @@ GHIJKL 
MNOPOR fg MNOPOR 
TTUVW fe STUVW 


XYZ& IZ XYL& 17 
545678 3456/78 


No. 306 BROADWAY— Letters 2” to 18”—1” inter- No. 307 BROADWAY— Without the dividing line. 
vals. Two color enamels both soft and porcelain. Also For cast or enameled letters. 2” to 18” in 1” intervals. 
available one color. Patterns available. 
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STOCK ALPHABETS FOR METAL LETTERS 


ABCDEFGHIJKLMN 
OPQRSTUVWXYZ& 
1234567890 


1/8" 3/16" 1/9" > Sfie’ 3/8" 7/16" 1/2” 5 /e" aa 11/4” 
No. 314 ROMAN—FLAT FACE f 


An old time standard and favorite style for numbering sli thal Bh Shee ae sik = 
as well as lettering. 


INXO DAZE TIAL AMIN 
OPQRSTUVWXYZ& 


WAST Ts low a-1° Om 


V/s “O/167 73/8") «4 /o" 3/8" S/a" 7/8” bas 11/4” | 
No. 315 ARCHITECTURAL 11/2" 19/4" "ayo ge is 
Similar in design to the Classic letters — an outstanding / / 


example of the Roman letter. Particularly attractive for building OVAL ARCHITECTURAL Similar to Architectural. 
signs. 


ABCDEFGHIJKLMN 
OPQRSTUV WHYTE 
[234567890,. 


3/8” 1/2” 5/8” if 3/4” 2/8" 1” 1 1/4” 
1 1/2” 1 3/4” on 2 1/2” 3” 4” 6” 


OVAL ARCHITECTURAL Similar to Architectural, 


No. 316 CONDENSED TABLET 


A space-saving legible letter — for tablet and memorial 
inscriptions. 
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No. 317 ROUND FACE GOTHIC 1/4” 3/8” 1/2” ae ea 


A thick curved face letter of excellent appearance where 
heavy letters are wanted. 


ABCDEFGHIJKLMN 
OPQRSTUVWXYZ& 
123456/7890 


No. 318 HAIR LINE GOTHIC S/16" 4/4" = 5/16" -3/8" 1/2", -5/8"-..-3/4" 7/8” 1 


These letters are particularly made to draw clean so as 
to leave a plain clear print for the casting. 


Deo TS ONNNIISN 


14 


ne p : 


yi 


No. 319 HEBREW 
Exact characters for tablets and memorials. Order by 
number designation given each character. 1/4” 3/8” 1/2” 5/8” 1” 11/4” 11/2” Qn 
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RIBBON LETTER BARS 


No. 324 





These are attractive letters of single stroke sans serif design cast 
integral with strong but inconspicuous mounting bar which assures 
absolute accuracy of spacing and straightness of alignment. The 
entire bar with all its letters is as easily and quickly installed as a 
single letter of conventional type, resulting in substantial savings 
especially for long inscriptions composed of small letters. 





Common uses for letter bars are for professional men’s 
































names, company name plates, directional signs and dis- inches. Longer inscriptions require additional bars 
play signs. When used on a counter or in a window, the mounted end to end. Our Engineering service is available ‘ 
letter bars are cast with triangular bases to support them for consultations on special arrangements and applica- BRICK, STONE 
in proper angle standing position. This style also avail- tons. Woon PLASTER 
able in sizes noted as individual letters without the bar patter ‘ ae - ‘ pie apeyis: 
mounting. ere 2. ion Rat tae 
Bars have stippled moss finish. Sides of letters may 7a” Ter 7 = “ | 
be lacquered in standard colors if desired. but unless Ua, V8 3/8 1/2 Sites 
otherwise specified will be furnished in standard finishes 1-1/2” 5/32” 3/8” 1/2" 
When ordering, specify size, finish (color or 3/16” 3/8” 1/2” 
if desired) and length of bar if other than required by 3” 7/32” 5/8” 5/8” 
normal letter spacing. Length of bar is determined by 4" 79" Fak = 
inscription arrangement, with a maximum length of 36 ihe 5/8 5/8 : 
Typical Letter Bar Installation 
Jey }- 4 be -————— —__—_—_ —_— 
-————__4 4 b$ LEER _—_—_H4 fH 
[einesenenmnc eer -———H ————_———— Ray aI SESS 
je HH -————_ be el -——H4 
| / & 
6 6 | 
@) 
| - -——_4 ——— m4 
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and press studs projecting from backs 
of letters into cement filled holes. 





FASTENING METHODS FOR 


TYPE FM-1 
Flush Mounting to Masonry 


Install brass studs 
(A) into tapped 
lugs on backs of 
letters, In corre- 
sponding positions, 
drill 84” diameter 
holes (B) 2” deep 
into masonry. Fill 
holes with No. 1 
Smooth-on cement ling 


TYPE FM-5 


Horizontal Metal Bar Mounting 


to Masonry 


Attach letters to metal bars (A) 
with flat head brass machine 
screws. 

Place assembled sign against 
wall and indicate in spaces be- 
tween letters positions for screw 
anchors (B) and screw holes in 
metal bars. Remove sign, drill 
34” diameter holes %4” deep into 
masonry and 3/16” holes through 
metal bars at indicated positions. 
Expand screw anchors (B) into 
masonry holes and affix sign to 
wall with No. 10/24 flat head 
brass machine screws. 

NOTE: Expansion bolts may be 
substituted for screw anchors. 


TYPE PM-8 


Projected Mounting to Masonry. 


Install studs (A) 
into tapped lugs 
on backs of let- 
ters. In corre- 
sponding posi- 
tions drill 34” di- 
ameter holes (B) 
2” deep into ma- 
sonry and fill 


with No. 1 
Smooth-on ce- 
ment. 


Place washer (C) and aluminum 





TYPE FM-2 
Flush Mounting to Structural Glass 


Install brass studs (A) into tapped 
lugs on backs of letters. Drill 14” 
diameter holes at corresponding po- 
sitions in glass (B) and 34” diam- 
eter holes approximately 2” deep 
in masonry (C). 

Fill holes in masonry with No. 1 
Smooth-on cement and press letters 
with projecting studs into place. 
So that Smooth-on cement may be 
inserted into holes in masonry, 
close up the space between glass 
and masonry by applying mastic 
i cement around the holes before set- 
glass in place. It is advisable that holes in glass be 


drilled at the factory and that holes in masonry be 
drilled before glass is set. 


TYPE PM-6 
Projected Mounting to Masonry. 


Attach extension 
irons (A) to 
backs of letters. 
In corresponding 
positions, drill }} 
3%” diameter [f4 
holes %4” deep f} | 
into masonry and fj — 
set expansion 
bolts (B). Place 
letter with  at- 
tached extension 
irons over 
projecting studs 








of expansion bolts and fasten with nut (C). 


EXTENSION IRONS 


yy 








TYPE FM-3 
Friction Type Mounting to Wood 
Backgrounds Not Accessible from 
the Back. 


Install studs (A) 
into tapped lugs on 
backs of letters. Drill 
holes into back- 
ground with No. 13 
drill in positions 
corresponding with 
studs (A) project- 
ing from backs of 
letters. Place letter 
in position and, with 
equal pressure to prevent binding, 
force studs into holes already 
drilled in background. 





METAL LETTERS 


TYPE BM-4 
Metal Base Mounting 


Letters for this 
type of mounting 
can be furnished 
with flat ground 
bottom edges hav- 
ing tapped holes, 
for a small addi- 
tional cost. Lay- 
out and properly 
space letters on 

W277 bench or floor. 
Mark, drill. and countersink 
holes in metal base corre- 
sponding to positions of 
holes in bottom of letters 
and fasten with flat head 
brass machine screws. 





TYPE PM-7 


Projected Mounting to Structural Glass. 





Attach extension irons (A) to backs of 
letters. Drill 44” diameter holes at corre- 
sponding positions in glass (B) and 34” 
diameter holes %” deep in masonry into 
which expansion bolts (C) are set. 

To prevent pressure against glass, place 
aluminum sleeves of sufficient length so 
that when forced against masonry they 
will project slightly beyond the face of 
glass. Place letter with attached exten- 
sion irons over projecting studs of ex- 
pansion bolts and fasten with nut (E). 
It is advisable that holes in glass be 


drilled at the factory, and that holes in masonry be drilled before 


glass is set. 


om? © == 


Close-up of stock extension iron. Note elongated holes at 
ends which permit adjustment and alignment when in- 
stalling letters. Extension irons are carried in brass, cad- 
mium plated, in sizes of 1”, 144”, 2”, 2%", 3”, and in 
steel, cadmium plated, in sizes of 4”, 5”, 6”. Expansion 
bolts for anchoring into background and round head 
brass machine screws for attaching irons to letters also 


can be furnished if desired. 


sleeves (D) of desired length over 
studs, 


Press letter with projecting studs into 
cement-filled holes. 


RALPH WATKINS METALCRAFTS 


Above fastening methods are standardized throughout the 
sign industry in America. International fittings shown on 
Page 14. Special fittings can be furnished to any design or 
conditions. Letter can be supplied with bottom or back bar 
mountings when required. 
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TYPE PM-9 


Projected Mounting to Back- 
grounds Accessible From 
the Back, 


Install brass 
studs (A) in 
im tapped lugs 
on backs of 
letters. Drill 
holes (B) in 
corresponding 
positions into 
background. 
Adjust nut 
(C) to de- 
sired position governing projection 
of létter. Insert studs (A) into 
holes (B) and fasten with nut 
(D). 





e CHICAGO, ILLINOIS 


INTERNATIONAL FIXINGS FOR LETTERS 


STANDARD FIXINGS SUPPLIED WITH CAST LETTERS 
















SPINDLE 
AND 
NUT 














LUG 


EARS 
SLOT 
PLATES 












tin. dia. x I4in. long. 

fin. dia. x lin., Itin., 
and 2in. long. 

qin. dia. x I4in. long. 


fein. and jin. dia. x length 





Suitable for facias in wood, 
marble, Vitrolite, etc., . when 
letters can be fixed from the 
back. 


Also supplied with Round 


suitable for thickness of Heads. 


material. 


- Overall 
Screwed Dia. Length Fixing for cementing in exis- 
in. gin. tin. ting or erected stone, brick, 
tin. tin. lin., l4in. marble, etc. 
fin. din. lin., 1gin., 2gin. 
tin. din. 2in., 3in. 


Size of ear made suitable 
for fixing screw. 


Oval design I fin. 
Round design in. dia. 
“a lin. 





Fixing to wood. 


For attaching to existing 
wood. 


Fixing to wood. Slot or Keyhole plate 
is screwed to wood with groove 
gouged out at back. Round head 
screw is fitted into letter. Letter is 
then placed in position. This attach- 
ment enables letters to be removed 
at any time for cleaning facia. Dis- 
tance pieces cannot be used with 
this fixing. 





DISTANCE 
PIECE 





Length jin., gin. and fin. 
and Lugs. 


for jin. and fin. diameter Spindles 













WASHER 
(FIBRE) 


Bore dein. and fin. 
Thickness dein. 


Supplied separately. 



























EXAMPLE 
OF FIXING 
WITH 
SPINDLE, 
WASHER, 
NUT AND 
DISTANCE 
PIECE 


ALL FIXINGS (EXCEPT EARS) ARE SCREWED 
INTO DRILLED AND TAPPED BOSSES AT BACK 


OF LETTER. 
REQUIRED. 


DISTANCE PIECES SUPPLIED IF 





STANDARD DRILLING AND TAPPING FOR LETTERS 


Letters up to 2in. drilled and tapped fin. Whitworth Threaa. 

Over 2in. and up to 4in. drilled and tapped tin. Whitworth Thread. 
Over 4in. and up to 13in. drilled and tapped jin. Whitworth Thread. 
Over 13in. drilled and tapped fin. Whitworth Thread. 


When ordering Letters please state style and length of fixing required. 
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SPECIAL FIXINGS FOR CAST LETTERS 


A.—LOCATOR. 

(Patent No. 374925) 
For wood facias suitable 
only for Letters from 
10in. to 18in. 


B.—EZEFIX. 

(Wittamore’s Patent 

No. 409413) 

For glass, marble, stone 
and wood, for Letters 
from 10in. to 24in. yin. 
diameter threaded pin for 
fixing through facia. 


C.—IRON RAIL. 


With Lug Fixing and 
Distance piece. 

and fin. 

§, 2 and lin. 

1} and Ifin.  - 


Per foot double run 
painted. 


D.—LUG WITH 
COLLAR. 
For lin. to 3in. projection. 


lin. projection 
Idin. = 
2in. fe 
2hin. 

3in. 


A. 


E.—WALL SPIKE. 
For Rail Fixing up to 3in. projection. 


S am In 


NX 


F.—WALL BRACKET. 

For Rail Fixing from 4in. to 18in. 
projection. 

4in. projection 

6in. ” 

10in, 

I4in. 

18in. 








All the above fixings, except ‘“D,” enable Letters to be easily removed 





when facia requires renovating. 
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nee If you ae an nally’ advertised 
trademark, choose meas “tal —rone 
aluminum, iro inless steel. — us 


your design a coc ill do the 


Meet WO RR Sy 
2 

















6 yy" 
yw 


yy 


RALPH WATKINS METALCRAFTS ¢2251 E. 75TH STREET « CHICAGO, ILLINOIS 





CUSTOM ALPHABETS 


i) re fa MN" SaGe a 
NOPORST OF OL RSS a OM oe a 
VWXIS & B+ OT 
QVWIDZ : | pa 
abedefghijkl vas SCF OL 
abcdefghijklmn mnopgrstuy < Tr 
opgrsturwxyZ Be oyave 1234 < 


1234567890 56/7590 auiok Aiionnne need 
CaN: stall 


No, 342—SIMPLIFIED OLD 


No. 343—SIMPLIFIED SCRIPT 
ENGLISH—C —Custom. 


JBC € ITHE MeN OPO 


WG PIU. KSTUVWXY Z 
ng & abcdefghiyklmno 

ee ()) JD porstuvwxyz MW 
12384567890 


(ONICISIONS No. 346—SCRIPT—Custom. 
a DE. = 


No. 345—CONDENSED UNCIAL No. 347—STYLIZED UNCIAL—Cus- 
tom. 


—Custom. 


ABCDERGHIJRUM 
estas ane mone CT OXYZ 


No . 348— sasuke ~~ nal detail of Styalized Uncial designed by us for 
Univer of Chicago, 
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CUSTOM ALPHABETS 


co GO) oimeggun. 4 
me MNOPORSIUV 
“ Noor 
abcdefghijkIlmnopqr 
St Z 





UVWXY. 
AO aol OW Aerele 
no PCO Fri RM 


ROMAN 


=" ENOOINSIEWAY DO 02 


abedelghijklmnoparlstuvwxyz 


ABCDEFGHIJ KLM 
mem NOPQRSTUVWXY 


Built Only 


ustom Alphabets can be furnished in all metals, engraved, cast or fabricated 
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CUSTOM ALPHABETS 


AU. Derirtl 

-KLMNOPOR 

SoRURVAy.(, 004 
125456789 


ABCDEFGHIJKLMNO 
PIRSA 7 


abcdefghijklmnoparlstuvwxyz 


: . \ ’ \ id / 
pam IKCOU.OY TOVOS, TOY AUTOY ATAVTWY 


by Mets SAS o> come pME L elto| 


XpOHUKa MHOCTpaHHOH AMTepaTypbl 




















AABCDOOEGFGGHDI Mi 
RKLOMNILOPPGQRST 
CUKORACOMNAOOMVACEE 





ABCOEFGDIIKL 
MNOPQRSTUV 
W XVYZ:DEGHMT 


SD ONAN 
AW PRaYO 
ONMATAIN 





ABCHEFGHIHLMUOP 
QUSTUBWEPZ 
abedefahiiklmnoparituvwryshh 





CUSTOM ALPHABETS 


obederahiph 
lmnnpartst 
TR a ea 


No. 338 


MODERNIZED 
ALPHABET 
Low s 


BD Ta 
CAPITALS ae AY ET DADA A) 


abedef ghipkimno 
0 parlsluyvwwyz 
—s (BCDEFCHIUpLLEAR 
OPORNTUNTUIN SZ 
a ABCDEFGHIJKLMNOPQRST 
eat UVWXYZ abcdefghijklmnoparlst 
uvwxyZz 1234567890 
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& ENGRAVED afONze PLATES & 







FURNISHED BY 








SAFE DEP 


WOMEN'S ROO POSIT VAULT 


Rinnai a 


PHILIP L. SPEIDEL FRANK W. READ me WILLIAM H.HARDING 
VICE-PRESIDENT eeeaenyY CASHIER 
-MENS ROOM: 


" WARREN J. MITCHELL | 


VICE PRESIDENT 


° 


. CHIMES IN MEMORY OF 
DONATED BY ae : 
_ CHAS, E, BARQUIST, GEORGE ROGERS CLARK 


4 MR.RUNDQUIST * 


Engraved bronze plates, porcelain enamel flush filled. All sizes and letter styles available. 
Engraved brass, bronze, pewter, silver. Gold also available. 
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| JAMES GAMBILL ROGERS. 




















A 





29 ENGRAVED BRONZE PLATES 


pape FRANK L. BARTLEEE 
MEMORIAL DORMITORY 


GIVEN IN LOVING MEMORY OF HER FATHER BY 
NANCY BARTLETT LAUGHLIN 
1931 





7n memory of our first pastor . 


1 Fohn Gimothn Stone DD” 


18 pe gen 18 PLAGED in” 
IRY 7 @ GALLano 


ADGCLEDAD SIR ROBARG ® GEACDRY 
RILLED ID ACGION APRIL 12. 1915- 
_ DEAR DILL GED YPRES FRADOG | 





ENGRAVED BRONZE PLATES—Porcelain enamel, flush filled. Trademarks, Coats 


of Arms and fine hand lettering our specialty. Memorial plates of all kinds. Custom and a 
stock lettering. 





Titery Sata Pie | 
: Ebilosopby - i-Assistant Dean: o “la 
STS | - Laboratory -- L 





E 
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TYPICAL VIEWS OF CUSTOM BUILT METAL WORK 





Eni os the 2 iy 





Silver -J the - : i @ ne AS an nab Nese y 
Dos ‘ ; j : 








oy hie 5 init 


| “ALTARad R 








\ “4:3 Ohurch were 
| e 
| \ “ai gis a No. 345—Engraved and porcelain 


filled lettering. 





>, 


No. 342—Cast Bronze Tab- : : : : 
let. Porcelain enamel filled No. 344—Cast Bronze Frame. En- No. 343—Engraved Brass Colonial Style Let- 
letters and cardinals crest. gtaved porcelain enameled letter- tering. ““V’’ cut—Oxidized lettering. 

ing. Illuminated capital. 





BRANDEIS MACHINERY 
& SUPPLY Co. Inc. 


AMERIC 
STATE BANK 


MEMBER FEDERAL RESERVE SYSTEM 








No. 349—Electrically Lighted, Por- No. 346—Satin Chrome Plated Bronze. Blue porcelain No. 347—Extremely No. 351—Elasticity of design and 
celain Enameled and Wrought filled engraved lettering. Maintainance at a minimum. large lists of names can colors in porcelain enameled 
Bronze Hi-Way Sign. be made up for restrict- Bronze offers wide commercial 
ed spaces—always legi- possibilities. 
ble. 


} i t ) tb Mi fp 
Whe Lakeside {res 


0) DYED IN THE § 1h OF THE 
i k 


OUEE EGMONT STR 


foe tOr 


OF 
5 (KE ALS 
StI TSC CS Si 


CONSECRATED [947 





No. 350—The old standby and No.348—-Extruded Border Engraved Bronze Back Plate. No. 351—Engraved and porcelain 
perennial favorite. Cast Bronze Porcelain filled letters. filled enamels. Frame of milled 
from sculptured model. All styles, rich bronze. 

all sizes made to your design. 





TYPICAL VIEWS OF CUSTOM BUILT METAL WORK 






No. 356—Cast ornaments, No. 353—Forged Bronze. 


and Extruded Bronze Cross. ~ No.352—Forged Iron Cross. 10 feet high. 
Overall height 38’ 0”. No. 355—Wrought Bronze No. 354—Hammered Cop- 10 feet high. 
Gilded. Cross and base gold leaded. per Cross and Ball-Dome 
Overall height 14’ 0”. ornament. Overall height 
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No. 357—Wrought Bronze and 


No. 359—Stainless Steel Railings : Seen $ anodized aluminum. Special de- 
and cables—special steel substruc- No. 357— Wrought aluminum railings ending in tight volute— signed steel stairs with white oak 
ture covered with poured concrete. Bottom channel 8 inches wide. treads. 


No. 360— Wrought Aluminum En- 
trance. Vertical pilons 6’ 0” deep, 








No. 358— Wrought Aluminum 30’ high. Wheat design—cast 
ings. Better than 10,000 feet of bronze. Gold plated. Lettering— No. 361—Stainless Steel Door Frames, etc. Built from %” 
material used. gold plated bronze. thick stainless steel. Brake sections. 





RALPH WATKINS METALCRAFTS ¢2251 E. 75TH STREET *« CHICAGO, ILLINOIS 
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